








DCP Pocket – Special Measurement Modes

X or Y or Z

Individual recording of coordinate 

directions.

Hidden Point 

Using Point device is a time saving solution 

for the measurement of points which are not 

in direct line of sight.

Separate Recording 

Individual recording of distance and angles 

for edge or corner features.
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Vision Point 

A Vision Point result is created when the line 

of sights is intersects a selected or measured 

plane. 

Circle Center 

Circle centers can be measured with 

or without projection plane.

Special measurements

In many cases, coordinates are not 

directly visible or cannot be measured in 

a conventional way. Special measurement 

options are available in all measurement 

and alignment modes.



Whether building the fastest car, the biggest 

plane, or the most precise tooling, you need 

exact measurements to improve quality 

and productivity. So when it has to be 

right, professionals trust Leica Geosystems 

Metrology to help collect, analyze, and 

present 3-dimensional (3D) data for industrial 

measurement.

Leica Geosystems Metrology is best known 

for its broad array of control and industrial 

measurement products including laser trackers, 

Local Positioning Technology (LPT) based 

systems, hand-held scanners, 3D software and 

high-precision total stations. Those who use 

Leica Metrology products every day trust them 

for their dependability, the value they deliver, 

and the world-class service & support that’s 

second to none.

Precision, reliability and service from Leica 

Geosystems Metrology.

www.leica-geosystems.com/metrology
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